
Rubber Seal        
Walkable Deck System: Plywood

APPLICATION PROCEDURE: Plywood
*Prior to installation, please read the full applicaton procedure.

1. Prep ‐  Make sure plywod is free of moisture, dirt and debris. Fasteners must 
be flush with the deck. Plywood shall be supported and fastened per full appli-
cation procedure.

2. Flashing Detail ‐  Prior to installation of flashings, apply a layer of Rubber 
Seal and 6” polyester fabric to tie flashing to plywood deck. Let product dry to 
touch before proceeding. Follow same instructons for penetratons, drains and 
angles. 

3. Base ‐  Apply 2 gallons per square Rubber Seal onto wood deck: Brush or 
roll on 1 gal/SQ Rubber Seal. Embed polyester fabric into Rubber Seal until 
saturated.  We recommend a 3” overlap on the fabric, cut in 10 foot sections. 
Apply a layer of Rubber Seal at a rate of 1 gal/SQ over polyester fabric. Let 
product cure for 24 hours before proceeding.   

4. Top Coat ‐  At a rate of 3 gals/SQ brush or roll Sunshield over entire deck: 3 
applications cross hatched.  Between coats, allow Sunshield to dry to the touch. 
Immediately following 3rd application, broadcast sand into wet Sunshield.  We 
recommend 20 mesh sand at 20 lbs/SQ. Allow to dry, and remove any residual 
loose sand.  Apply ½ gal/SQ  of Sunshield over embedded sand.  Allow to cure 
24‐48 hours. 

5. Clear Coat Opton -  A compatble, water‐based clear coat can be applied 
over the system

*Custom colors available upon request

Sunshield (Top) is available in the following colors:

WATERPROOF  •  ENERGY SMART  •  ELASTOMERIC  •  COATINGS 

FEATURES 
&

BENEFITS

1000% Elongation

Water-based

Waterproof membrane 

UV Resistant

Rust + Corrosion Control

Brush or Roll On 

Stops Leaks

Low VOC

Environmentaly friendly

Easy Application

10 Year Material Warranty

Made in U.S.A
Davlin Coatings, LLC

700 Allston Way
Berkeley, CA 94710

1(800)709-5919
info@davlincoatings.com

www.davlincoatings.com

Rubber Seal: 2 gallons/SQ
Polyester: 1 / SQ
Sunshield (Top Coat) : 3 gallons/SQ
Sand (optional): 20 lbs/SQ (sweep off extra)

Grey Tan White



APPLICATION PROCEDURE: Concrete
*Prior to installation, please read the full applicaton procedure.

1. Prep - Power wash concrete to clean off dirt and debris.  Allow to dry.

2. Primer - Apply a water‐based concrete primer over entire slab. 

3. Flashing Detail - Prior to installation of flashings, apply a layer of Rubber 
Seal and 6” polyester fabric to tie flashing to concrete deck.  Let product dry to 
the touch before proceeding. Follow same instructions for penetrations,  drains, 
and angles. 

4. Base - Apply 2 gallons per square Rubber Seal onto concrete deck: brush or 
roll 1 gal/SQ Rubber Seal. Embed polyester fabric into Rubber Seal  until 
saturated. We recommend a 3” overlap on the fabric, cut in 10 foot sections. 
Apply a layer of Rubber Seal at a rate of 1 gal/SQ over polyester fabric. Let 
product cure for 24 hours before proceeding.

5. Top Coat - At a rate  of 3 gals/SQ, brush or roll Sunshield over entire deck: 3 
applications cross‐hatched. Between coats, allow Sunshield to dry to the touch. 
Immediately following 3rd application, broadcast sand into wet Sunshield.  We 
recommend 20 mesh sand at 20 lbs/SQ.  Allow to dry and remove any residual 
loose sand. Apply 1/2 gal/SQ Sunshield over embedded sand. Allow to cure 
24‐48 hours. 

FEATURES 
&

BENEFITS

1000% Elongation

Water-based

Waterproof membrane 

UV Resistant

Rust + Corrosion Control

Brush or Roll On 

Stops Leaks

Low VOC

Environmentaly friendly

Easy Application

10 Year Material Warranty

WATERPROOF  •  ENERGY SMART  •  ELASTOMERIC  •  COATINGS 

Rubber Seal: 2 gallons/SQ
Polyester: 1 / SQ
Sunshield (Top Coat) : 3 gallons/SQ
Sand (optional): 20 lbs/SQ (sweep off extra)

Rubber Seal        
Walkable Deck System: Concrete

*Custom colors available upon request

Sunshield (Top) is available in the following colors:

Made in U.S.A
Davlin Coatings, LLC

700 Allston Way
Berkeley, CA 94710

1(800)709-5919
info@davlincoatings.com

www.davlincoatings.com

Grey Tan White


